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22-Ton, 27-Ton, 28-Ton & 35-Ton Vertical/Horizontal Log ...
Important Safety Information GENERAL SAFETY Failure To Follow Warnings,
Cautions, Assembly And Operation Instructions In The Operation Manual May Result
In Serious Injury Or Death. Read The Operation Manual Before Operation. • Do Not
Permit Children To Operate This Equipment At Any Time. Do Not Permit Others That
Have Not Read And Understood The Apr 5th, 2024

HAMMER Lighting & Grip 1 Ton 3 Ton 4 Ton 5 Ton
Spring/Pony Clamp #1 6 12 12 12 Spring/Pony Clamp #2 12 16 16 16 Spring/Pony
Clamp #3 0 12 12 12 Quacker- Foamcore/Beadboard Clamp 2 3 3 4 Vice Grip -
Chain W/Baby Pins 2 3 4 4 ... Ratchet Strap 5 5 5 5 Endless Ratchet Strap 1 2 2 2
Scissor Clip 4 10 15 15 Scrim Flag Adapter 0 0 0 1 Triple Header - … May 7th, 2024

27 Ton Articulating Crane
Elevate To The Group Via Giuseppe Verdi 22 41018 San Cesario Sul Panaro MO -
Italy Highest Power Ph. +39 059 936811 Fax 059 936804 Info@pm.group.eu May
2th, 2024

25-TON, 30-TON, & 35-TON VERTICAL/HORIZONTAL LOG …
- Only One Person Should Operate And Load Logs Onto The Log Splitter. Stay In The
Manufacturer’s Designated Operator Zone. All Pets And Bystanders Should Keep
Away. - Always Wear ANSI Approved Head, Eye, Hearing, Foot, And Hand Protection
While Operating The Log Splitter. - Never Step Or Reach Over The Log Splitter
During Operation. Mar 7th, 2024

22-Ton, 27-Ton And 28-Ton Vertical/Horizontal Log Splitters
• Use Care When Backing Up With The Log Splitter In Tow To Avoid Jack-knifing.
Allow For Added Length Of The Log Splitter When Turning, Parking, Crossing
Intersections And In All Driving Situations. • Do Not Exceed 45 Mph When Towing
Your Log Splitter. Towing The Log Splitter At Speeds Higher Than 45 Mph Could
Result In Loss Apr 5th, 2024

30 TON, 35 TON & 40 TON VERTICAL/HORIZONTAL LOG …
30 TON, 35 TON & 40 TON VERTICAL/HORIZONTAL LOG SPLITTER Operation Manual
Model #s BWMLS30H (30 Ton), BWMLS35H (35 Ton), BWMLS40H (40 Ton) This
Safety Symbol Identifies Important Safety Measures Throughout This Manual.
Failure To Follow This Information May Result In … Jan 8th, 2024

90-ton (81.65 Mt) Hydraulic Truck Crane 90-ton (81.65 Mt ...
• ZF Astronic Automated Transmission (no Clutch Pedal) — 12 Speeds Forward, 2



Speeds Reverse With Two Modes Of Operation: Fully Automatic And Semi-automatic
• Job Site Travel Is Permissible With All 39,500 Lbs (17 917.2 Kg) Of Counterweight
For Exceptional Job Site Versatility: - HTC: 1.3 Mph (2.1 Km) Job Site Travel Jan 1th,
2024

80 U.S. Ton|72.6 Metric Ton Lattice Boom Crawler Crane
SERIES 80 U.S. Ton|72.6 Metric Ton Lattice Boom Crawler Crane • Cutting Edge
Winch Package With Wet Brake Design And Matching Front & Rear Drums • 3-piece
Counterweight System, Designed With Innovative Counterweight Removal •
Maximum Tip Height Of Tubular Boom + Jib: 242' (73.76 M) • HSL Capacity Limiter
With High Visibility Color Graphic Display May 5th, 2024

100-ton (85 Mt) Hydraulic Truck Crane 100-ton (85 Mt ...
Maximum Line Pull Normal Line Speed High Line Speed Layer Total Layer Lb KN
Ft/min M/min Ft/min M/min Ft M Ft M 1 16,880 75.09 179 54.6 356 108.5 114 34.7
114 34.7 2 15,519 69.03 195 59.4 387 1 Mar 3th, 2024

140 U.S. Ton|127 Metric Ton Telescopic Crawler Crane
• Main Hoists Powered Through Piston Motors And Winch Planetary Drums Grooved
For 7/8" (22mm) Wire Rope • 22,380 Lb (10 151 Kg) Of Line Pull • 537 Fpm (163.7
M/min) Of Winch Speed • Three Working Gauges • Multiple Counterweight
Configurations 140 U.S. Ton|127 Metric Ton Telescopic Crawler May 6th, 2024

40 U.S. Ton 36.2 Metric Ton Hydraulic Truck Crane
Two-piece Bi-fold Lattice Fly • Erection Of Two-piece (bi-fold) Lattice Fly Is A One-
person Operation — Easy To Erect & Stow • Exclusive Design Reduces Side
Deflection When Lifting Load • Also Available:One-piece 28.5' (8.7 M) Lattice Fly
With Lugs To Allow Addition Of Second Section • Attachments Offset To 2°, 20° And
40° Mar 4th, 2024

1.) FEATUTERED CRANE : 5 Ton Telescopic Sormec Crane
Romas Marine Or One Of Its’ Affiliated Companies, Reserves The Right To Act As
Buyer/Seller At Times For The S&P Of Equipment Page 3 Of 30 3.) 3 Tons SWL Fixed
Boom Crane Built : 2018 / 2019 Type : Palfinger Class : DNA Approval And Apr 1th,
2024

Hydraulic Crane 30 Ton - Free Crane Specs
Manual. Also The 60,000 Ib Load Requims Optional 9/16 " Diameter 6x25 IWRC
Cable. Reduce Load 600 Ib Reduce Load 400 Ib Reduce Load 300 Ib Reduce Load
300 Ib Reduce Load 200 Ib Reduce Load 200 Ib 1. All Capacities Are In Pounds,
Angles In Degrees, Radius In Feet. 2. Loaded Boom Angles Are Given As Reference
Only. 3. Apr 7th, 2024

ARTICULATING CRANE REFERENCE MANUAL
This Articulating Crane Reference Manual Provides Techni-cal Information,
Specifications, Load Charts, And General Information Regarding Articulating Cranes.



This Manual Is To Be Used In Conjunction With The Exam Content Outline And The
Exam Refere Jan 5th, 2024

Articulating Jib Crane - Spanco
Moderate Service) As Defined By CMAA 74.2: 1. System Or Equipment Is Used
Where Lifted Loads Average 50 Percent Of The Rated Capacity With Five To Ten
Lifts Per Hour, Averaging 15 Feet, Not Over 50 Percent Of The Lifts At Rated
Capacity. 2. Applications Involving Vacuums, May 8th, 2024

SECTION 14656 WALL MOUNTED ARTICULATING JIB CRANE ...
Crane Shall Be Designed For Minimum Effort Manual Rotation. 3. Boom Shall Not
Drift When At Rest. 4. Maximum Deflection At Boom End: 1/150 Span Based On
Capacity Plus 15 Percent For Hoist And Trolley Weight. ***** Edit The Following To
Reflect Project Structural Design Requirements. ***** B. Crane Shall Be Mar 3th,
2024

Articulating Crane Certification Requirement …
Articulating Crane Certification Requirement Flowchart (OSHA 29 CFR 1926 Subpart
CC) Yes No Is It Used Only For Material Handling And Delivery? Are The Materials
Being Delivered Structural Steel Or Prefabricated Goods (e.g., Roof Trusses, Precast
Concrete Members)? Is The Crane Using A Fork Or Cradle? Does The Crane Have A
Properly Functioning Jan 4th, 2024

IntelliPak™ 20-130 Ton And IntelliPak II 90-150 Ton Rooftops
Will Guide The Designer Toward Producing An Optimally Quiet Air Conditioning
System Installation. ... Sound Passes Through The Roof Deck (either Within Or
Outside Of The Roof ... If The Sum Is Lowe R Than The Apr 3th, 2024

EN OPERATOR’S MANUAL CHAIN HOIST 0.25 TON 0.5 TON 1 …
2 TON These Hand Chain Hoists Meet Or Exceed The Following Standards: CE ANSI
B30.16 P.O. Box 845, Winona, MN 55987 Phone (800) 749-1064 (507) 474-6250
Tech Support (507) 457-3346 Fax (507) 452-5217 Jan 8th, 2024

25-Ton & 30-Ton Vertical/Horizontal Log Splitters - Lowe's
The Log Splitter While In Operation. • Operate The Log Splitter In Daylight Or Under
Good Artificial Light. • Keep The Work Area Free Of Clutter. Remove Split Wood
From Around The Log Splitter Immediately After Each Use To Avoid Potential
Tripping.! DANGER! DANGER Mar 2th, 2024

25-Ton & 30-Ton Vertical/Horizontal Log Splitters
• Do Not Fill The Gas Tank While The Engine Is Hot Or Running. Allow The Engine To
Cool Before Refueling. • Do Not Smoke While Operating Or Refueling The Log
Splitter. Gas Fumes Can Easily Explode. • Refuel The Log Splitter In A Clear Area
With No Gas Fumes Or Spilled Gas. Use … Jan 8th, 2024

Công Ty Tôn Tân Phước Khanh - Công Ty Sản Xuất Tôn Chất ...



-As Well Roofing, Our Products Also Use For The Interior Decoration And The Fine Art
One Plent Capac' Wuth (mm) Mm Cdl Diam±dmm) Incomiro Material Produd
Finished Product Quality Base Mehl Thickness Bad( -ntin Pencil Hardness MEK 1m
Cttest T Ben Gloss San Ta Test BIN May 6th, 2024

Hydraulic Pipe Bender 12 Ton 16 Ton Qsl Net Documents
Tubing Bender Is Made Of Solid Cast Aluminum With Machined And Painted
Surfaces. Lever Action For Easy Bending Without Collapsing The Tubing; Marked
Degrees Gauge Accurate Angle 0-180° Compact Bender - Harbor Freight Tools Wit
Jan 3th, 2024

Hydraulic Pipe Bender 12 Ton 16 Ton - QSL.net
On The Hydraulic Pipe Bender. These Carry Important Safety Information. If
Unreadable Or Missing, Contact Harbor Freight Tools For A Replacement. 2. Always
Place The Hydraulic Pipe Bender On A Solid, Flat, Level Surface, Or A Workbench
Capable Of Su Apr 7th, 2024

10 TON PORTABLE HYDRAULIC C-FRAME 12 & 20 TON …
Pipe Capacity 15-5640 1/8” To 6” 15-5612 15-5614 Image Shows #15-5669 Ball
Transfer Unit Mounted On V-head Pipe Stand. (Sold Separately) Part No. Description
1850 55 Ton Economy Shop Press 1851 Same As #1850 Except With #4020
Air/hydraulic Pump 12 & 20 TON B Mar 6th, 2024
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